AD409/409-Pro

® 10.1 inch adjustable LCD display

m Adjustable metal stand&monitor

= Two metal fixed clips

= Micro-SD card

= Capture & Recording

® Built-in adjustable LEDs

= HDMI/USB
= Software supported

= Phone repair

= Plants&insects

» Arts&crafts/miniature
= Printings/textile

= Assembling line

= Antique authentication
= Jewellery appraisal

= Coin collection

Image sensor

Video resolution

Video format

Magnification
Photo resolution
Photo format
Focus range
Frame rate
Video-output
Storage

Pc support

Mobile phone, tablet terminal
support

Power source

Light source

Screen size and resolution
Display range

Stand size

Certification
Language support

Term

Package contents

Packaging data
Warranty

4 Mega Pixels HD Sensor

UHD2880x2160 24FPS;
FHD1920x1080 60FPS/30FPS;
HD1280x720 120FPS;

MP4;real time play via HDMI w/o recording;

Up to 300 times (HDMI monitor 27 inch)
Max 4032x3024 (12M 4032*3024)

JPG

Minimum 5cm

Max 120FPS

HDMI

Micro-SD card,Up to 32G(not included)

Yes,for Windows 7/8/10,PC software with
Measurement

Support WiFi connection and measurement

DC5V, 2A

2 LED with the stand
10.1 inch 800%1280
9.7 inch

AD409: 18cm*20cm*19cm ; AD409-Pro: 18cm*20cm*32cm

CE/FCC/ROHS/HDMI
10 types, Simplified Chinese/Traditional

Chinese/English/Japanese/French/Germany/Italian/Portuguese/Sp

anish/Russian

FOB Shenzhen

Microscope x 1 Metal standx 1
UVfilter (already assembled in the lens) x1
Instructions x 1 IR remotex1

Switch cablex1 Power adapterx1
HDMI cable x1 USB cable x1

AD409: 30*26*15cm/2.2kg ; AD409-Pro: 30*26*15cm/2.4kg

1 year




AD407/407-Pro

»7 inch display

» Capture&Recording

» Technical grade lens

» IR remote

» USB/HDMI/Memory card
» Built-in adjustable LEDs

» Teaching demonstration
» Antique authentication
» Jewellery appraisal

Image sensor

Video output

Video format

Magpnification
Photo resolution
Photo format
Focus range
Frame rate
Video-output
Storage

Pc support

Power source
Light source
Screen size
Stand size
Certification
Term

Package contents

Packaging data
Warranty

4 Mega Pixels HD Sensor

UHD2880x2160 24FPS;
FHD1920x1080 60FPS/30FPS;
HD1280x720 120FPS;

MP4;real time play via HDMI w/o recording;

Up to 270 times (HDMI monitor 27 inch)
Max 4032x3024 (12M 4032*3024)

JPG

Minimum 5cm

Max 120f/s (600 Lus brightness &HDP120 )
HDMI

Micro-SD card,Up to 32G(not included)

NO

DC 5V, 2A

2 LED with the stand

7inch

AD407: 12cm*20cm*19cm; AD407-Pro: 18cm*20cm*32cm
CE/FCC/ROHS/HDMI

FOB Shenzhen

Microscopex1 Metal standx1

Instructionsx1 IR remotex1

Switch cablex1 Power adapterx1

HDMI cable x1

AD407: 32*22*10cm/1.6kg; AD407-Pro: 30%26*15cm/2.1kg

1lyear




