
TV160-7 Converter Operation Diagram: 
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Connect to the HDMI port on 

your TV or monitor 

Power Button: Power switch; 4K Mode: See page 1 of the 

instructions below; 2K Mode: See page 2 of the 

instructions below; RES Reset: Reset button. When 

experiencing poor image quality, press this button to reset the 

converter and reconfigure the 2K or 4K mode. 

 



Instruction Page 1: 

Explanation of the 4K Mode Button: 

1. After powering on or pressing the reset button, when a 60Hz 4K Vbyone signal is 

input, the device defaults to:Split-screen mode at 3840*2160 resolution. 

Press the 4K Mode button once to switch to single-screen mode at 3840*2160 

resolution.  

Pressing the 4K Mode button a second time switches to a 4-split screen 3840×2160 

input mode; 

Pressing the 4K Mode button a third time returns to the 2-split screen 3840×2160 

input mode; (This cycle repeats) 

 

II. The 4K Vbone supports three common modes:  

1. 2-split screen 3840*2160 input mode;  

2. 1-split screen 3840*2160 input mode;  

3. 4-split screen 120Hz 3840*2160 input mode;  

 

III. Supports all Vbyone signals (the following resolutions cover virtually all TV 

screen resolutions): 

1920*1080/60Hz  1920*1080/120Hz  3840*2160/60Hz  3840*2160/120Hz 

 

 

 

 

 



Page 2: 

Explanation of the 2K Mode Button: 

I. After power-on or pressing the reset button, when LVDS signal is input, the device 

defaults to: 8-bit VESA mode.  

Press the 2K mode button once to switch to 8-bit JIDEA mode;  

Press the 2K mode button twice to switch to 10-bit VESA mode;  

Pressing the 2K Mode button a third time switches to 10-bit JIDEA mode;  

Pressing the 2K Mode button a fourth time returns to 8-bit VESA mode; (This cycle 

repeats) 

II. LVDS supports four common modes:  

1. 8-bit VESA mode;  

2. 8-bit JIDEA mode;  

3. 10-bit VESA mode;  

4. 10-bit JIDEA mode 

III. Supports all LVDS signals. Some less common resolutions may 

not display full-screen, but the following LVDS signal resolutions 

support full-screen display without issues (these resolutions cover most TV 

screen resolutions): 

800×600  1024×768  1440×900  1366×768  1600×1200  1920×1080 

1920×1080/120Hz  1920×1200 
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